 
BRAC DC
Clarification of MEPF Queries from Suppliers: 
1.  In Sl. no 5: 1600KVA Dry type transformer with OLTC. Cast Resin Transformer provided with OLTC cannot adequately cover voltage regulation requirements and fluctuation. 11KV Automatic voltage regulator with bypass switch will be more appropriate in terms of longevity, reliability, efficiency. 
Clarification:  Requesting to provide specification as per shared specification, if anything 
Changes after discussing with Data Center Consultant Suppliers shall be notified for the changes. 

2.   Security deposit for Load, 11KV line construction, 11KV RMU, HT Meter will be directly paid by Client. 
Clarification:  Supplier shall take all responsibility and shall take the job as package.  


3.   Bus bar trunking system is requested to be included with category 4: Commercial connection & Substation. 
Clarification: This is considerable. 


4.   Kindly provide us single line diagram, Auto CAD drawing of Substation layout & elevation drawing. 
Clarification:  Provided already

5.   Quantity of Incoming & Outgoing panels of RMU are not mentioned. 
Clarification: One Incoming & One outgoing


6.   Sl. no 13 of BoQ, 3 nos 1250A ACB’s are mentioned. Kindly share details. 
Clarification:  Check the SLD please. 


7. Sl. 9 of BoQ GI pipe having with 12.7mm dia earth electrode is mentioned which is 7/0 SWG, earth continuity conductor 2 SWG is suggested. 
Clarification:  Consider 12.7 mm

8. Material of BBT is requested to be mentioned like Copper / Aluminum. 
Clarification: Consider Copper 




9.  What will be the final decision about Transformer? Is it Dry type with OLTC/Only Dry type with HT AVR/Oil type with OLTC/Oil type with HT AVR?
Clarification:  Dry type with OLTC, if anything changes we’ll notify in updated BOQ. 


10.  HT & LT Cable size with length (Essential for commercial proposal)
Clarification: HT & Other Cables details are given in General Items of Electrical BOQ 


11.  Is it possible to separate the BBT from civil work category? 
Clarification: Yes possible 

12.  Generator room layout (AutoCAD file).
Clarification:  Check Architectural layout 

13.  Generator Exhaust pipe height from ground level to top (Is it standard height or more?).
Clarification: Check Architectural Layout & section 

14.  Country of origin for Generators (Can we supply generators from India/China?).
Clarification:  No

15. Soundproof canopy system for the Generator (Is it local made or foreign canopy?),
Clarification:  Consider Room Canopy

16.  Fire System (can we supply with Indian pump?).
Clarification:  No

17.  Need information regarding the basement ventilation system & digital parking system (Is there any scope?).

Clarification:  Check the HVAC layout for basement Ventilation System. Digital parking system is not in preliminary consideration. 


18. Internal electrification : please correct item 1, 2
Clarification:  Not clear what’s wrong in item 1 & 2


19. Item 16: meaning of out of pwd rate...
Clarification:  Ignore that
20. Sanitary and plumbing : please provide brand/model/origin
Clarification:  Updated BOQ shall be provided 

21.  CCTV: mentioned as one lot. But we require quantity as well as capacity i.e. all internal features, quantity etc. 
Clarification:  Updated BOQ shall be provided 

22.  BMS: Same as above
Clarification:  Updated BOQ shall be provided 

23.  Please provide SLD of generator, substation and fire protection (FPS) system... 
Clarification:  Has been provided 

24. FPS (Fire Protection System) Jockey Pump Given 133 LPM, please re-check Jockey Capacity.
Clarification:  Capacity is ok. 

25.  FPS System Valve & accessories UL or NON UL Please specify.
Clarification:  All Valve & accessories shall be UL listed, that is also mentioned in BOQ.  
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26. Fire Detection System you provide Conventional System but as per building requirement you could be install Addressable system.
Clarification:  Please consider Addressable system, BOQ shall be updated accordingly. 





























Best Regards, 

Mamun Ferdaus 
